% IMPORTANT %

Determine which SIGNAL wire to use (PURPLE or
GREEN). Only connect ONE signal wire.

PURPLE GREEN
~ - . 4 On electronic igniti On standard ignitions,
| Use GREEN wire for the signal input if you are where a "olean’ tach connect signal wire
e N taking the signal from a standard ignition source. signal output is supplied from the coil negative
See FIG 2. connect the signal wire (-) to the GREEN
from the signal source to signal wire.
the PURPLE signal wire.
BLACK - Ground (2 wires)
Connect to a common ground. CONNECT CONNECT
° TO PURPLE TO GREEN
WIRE WIRE

WHITE - 12V (+) Dash Lighting

Connect to 12V (+) Dash Lighting so gauge
lighting turns on when your vehicle lights are ON

t L RED - 12V (+) Ignition AcH col
= Connect to your 12V (+) ignition circuit so power is TERMINAL
| ON when ignition is turned on.
) /@"““ ORANGE - 12V (+) Batt
— e - + attery
N ¢ > Connect to a 12V (+) source that is always on, ELECTRONIC STANDARD
even when ignition is OFF. IGNITION IGNITION
FIG 1 FIG 2
CALIBRATION TACHOMETER SIGNAL HOOKUP
To calibrate: This performance tachometer has two signal input options.
Choose the option best suited for your vehicle's ignition
Hold down the MENU button while turning the ignition on. The system.
display will show CAL and the pointer will indicate the current
PPR setting (0.5-6) as shown in the table below. PURPLE WIRE: ELECTRONIC IGNITION .
On electronic ignitions where a "clean" tach signal output is
supplied connect the signal wire from the signal source (i.e
RPM Display tach output terminal) to the PURPLE wire on the back of
the tachometer.
0.5 PPR (1 CYL) 500 .5
EXAMPLE: Connect the signal wire to the PURPLE signal
1 PPR (2 CYL) 1,000 1 input wire if you are using a tach signal from the ECU,
electronic ignition with tach output terminal, or tach
2 PPR (4 CYL) 2,000 2 adapter.
3 PPR (6 CYL) 3,000 3 GREEN WIRE: STANDARD IGNITION
4 PPR (8 CYL 4,000 4 On standard ignition coils connect the signal wire from the
( ) coil negative (-) to the GREEN wire on the back of the
5 PPR (10 CYL) 5,000 5 tachometer.
6 PPR (12 CYL) 6,000 6 EXAMPLE: Connect the signal wire to the GREEN signal

input wire if you are using a signal from an ignition coil (-).
Use the UP/DOWN buttons to change the PPR setting. Press

MENU to save your changes and exit calibration (CAL) mode. DO NOT CONNECT SIGNAL WIRE TO THE COIL WHEN
USING AN MSD OR SIMILAR HIGH OUTPUT

PPR (pulses per revolution) relates to how many times the CAPACITIVE DISCHARGE STYLE IGNITION SYSTEM

ignition fires per crankshaft revolution. Because tachometer

outputs on modern vehicles can range from 1 PPR to 4 PPR for Incorrect installation will damage the tachometer and

a V8 engine the new standard is to refer to PPR. For standard the warranty will be voided.

ignitions PPR is typically half the number of cylinders.



